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$85,676

62.8% LESS TIME TO DEPLOY

REDUCE NETWORKING COSTS BY 28.5%
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TIME, LABOR, SPACE, AND MONEY

77 steps for Dell solution:

210 steps for HP solution:
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Faster server deployment in half the space means big 
savings for growing companies. In our tests, Dell PowerEdge 
FX2 enclosures with FC630 servers saved time, labor, and 
money while leaving plenty of room to grow*.

Deploy servers in 133 fewer steps

50% MORE RACK SPACE AVAILABLE

42 HP servers
Inefficient use of
space required
more cabling
and hands-on

effort

42 Dell servers
Same number of
cores in nearly
half the space

Dell HP

Double rack
density to 84
total servers

Total networking costs
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*versus HP ProLiant DL360 Gen9 rack servers
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1:32:02

4:07:06

Dell I/O aggregators provided immediate payback by 
streamlining network traffic on the FC630s in each FX2, 
reducing the required number of cables and ports.

I/O aggregators
(not required for
HP solution)

$20,323

on 10GbE cards
$15,882
Save

$12,636
$28,518

on cables
$6,805
Save

$6,646
$13,451

on ports
$22,051
Save

$21,655
$43,706

Cable requirements for 42 Dell servers Cable requirements for 42 HP servers

42 Ethernet11 management 84 Ethernet42 management   
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